Tata Steel retain the right to ammend
the construction and technical specifications
shown on this drawing without prior notice.

Self drilling self tapping primary
fastener with minimum 19mm dia
washers fixed at every ridge

A continuous run of
6mm dia high grade
butyl mastic (min 25yr
guarantee)

All support steelwork by
others

0.7mm internal
closure flashing

EPDM profile filler
sealed top and bottom
with gun applied sealant

Ventilator base to be
bedded on a continuous
run of 4mm dia high
grade butyl mastic (min
25yr guarantee)

A continuous run of 6mm dia
high grade butyl mastic (min
25yr guarantee)

dia
washers

Self drilling self tapping primary
fastener with minimum 19mm

/

0.7mm internal
closure flashing

/
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TRISOMET U-VALUES

135mm Core = 0.15 W/m? K
120mm Core = 0.16 W/m? K.
100mm Core = 0.20 W/m? K.
80mm Core = 0.25 W/m? K.
60mm Core = 0.33 W/m? K.
40mm Core = 0.46 W/m?* K.

The detail shown indicates a Colt International system These
systems will require specialist advice for installation and
maintenance. Therefore Panels and Profiles recommend that this
specialist advice be obtained from Colt, details below.

Colt International Ltd

Tel: +44 (0)2392 451111
Email: info@coltgroup.com
Website: www.coltinfo.co.uk

Building Systems UK

A Tata Steel enterprise

Technical Office - TEL : 01244 892199
www.buildingsystemsuk.co.uk
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