
Self drilling self tapping primary
fastener with minimum 19mm
dia washers

GRP moulded soaker
to be site formed

A continuous run of 6mm
dia high grade butyl
mastic (min 25yr
guarantee)

Upstand rooflight

Steel trimmer

PIR board insulation

L shaped support brackets
at corners

Self drilling self tapping primary
fastener with minimum 19mm
dia washers

A continuous run of
6mm dia high grade
butyl mastic (min 25yr
guarantee)

50 x 60mm timber support
for support bracketsA continuous run of 6mm

dia high grade butyl
mastic (min 25yr
guarantee)

Note: correct, width, length & upstand lip
should be specified

Sides & Back min 100mm high,
front 65mm high

Closer flashing

NTS

24/05/23

LK

Upstand Rooflight

Trisomet Roof Details
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135mm Core = 0.15 W/m2 K
120mm Core = 0.16 W/m2 K.
100mm Core = 0.20 W/m2 K.
80mm Core = 0.25 W/m2 K.
60mm Core = 0.33 W/m2 K.
40mm Core = 0.46 W/m2 K.
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All support steelwork by
others

Technical Office - TEL : 01244 892199
www.buildingsystemsuk.co.uk

Tata Steel retain the right to ammend
the construction and technical specifications
shown on this drawing without prior notice.

The detail shown indicates an upstand rooflight.
Additional details / flashings may be required.
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