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135mm Core = 0.15 W/m?* K
120mm Core = 0.16 W/m? K.
100mm Core = 0.20 W/m? K.
80mm Core = 0.25 W/m? K.
60mm Core = 0.33 W/m? K.
40mm Core = 0.46 W/m? K.

Continuous run of 4mm dia
high grade butyl mastic

(min 25 year guarantee)

V4

Psi & f-Factor

Y= 1.103W/mK.
f=0.579

STATED CALCULATION RESULTS ARE DEPENDENT ON
COMPONENTS BEING AS SHOWN
Computer Modelled in accordance with EN ISO 10211

Internal corner flashing butt or
lap jointed and sealed with

two runs of continuous 4mm dia Continuous run of 6mm dia

high grade butyl mastic (min 25 year

__— high grade butyl mastic
guarantee) i

(min 25 year guarantee)

URZEN

0.7mm steel zed section. Exposed face to
be finished to external Trisomet
specification. Supplied in 3m lengths to
be lapped 150mm and sealed
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flashing lapped 150mm at
T ends and sealed on top

/ with 50 x 1mm high grade Technical Office - TEL : 01244 892199
. . . butyl mastic (min 25 year o
Sealed rivets or self drilling fasteners with L — www.buildingsystemsuk.co.uk

V4

sealing washers at max 450mm centres guarantee)
\ / PROJECT
back to avoid cold Vertical Detalls
Self drilling self tapping bridge (optional)
primary fastener with
minimum 15mm dia TTLE
washers
Internal Corner Detall
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